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(54) Transmission of post-filter hints 

(57) The present invention determines additional a 
priori information in an image encoder based on the un- 
disturbed input image signal. As the original image data 
is not available in a decoder, a conventional decoder can 
only use decoded image data for determining adaptive 
filter coefficients. However, the decoded image data in- 
cludes disturbances, for instance, quantization noise. 
The present invention generates additional filter data in 
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an encoder based on the undisturbed image data. The 
additional data is attached to the corresponding encoded 
image data and provided to the decoder. The decoder 
analyzes the filter information and determines an adap- 
tive set of filter parameters with respect to the additional 
a priori information. Based on the determined filter pa- 
rameters, an adaptive filtering of the decoded image data 
is performed. In this way, the decoder applies an im- 
proved filtering. 
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Description 

[0001] The present invention relates to the encoding and decoding of motion picture video data. Particularly, the 
present invention relates to a method and an apparatus for encoding and decoding video data, including an adaptive 

5 filtering of the image data. 

[0002] Motion pictures are being adopted in increasing numbers of applications, ranging from video-telephoning and 
video-conferencing to digital television and DVD. When a motion picture is being transmitted or recorded, a substantial 
amount of data has to be sent through conventional transmission channels of limited available frequency bandwidth or 
has to be stored on conventional storage media of limited data capacity. In order to transmit and store digital data on 

to conventional channels/media, it is inevitable to compress or reduce the volume of digital data. 

[0003] For the compression of video data, a plurality of video encoding standards has been developed. Such video 
standards are, for instance, ITU-T standards denoted with H.26x and ISO/IEC standards denoted with MPEG-x. The 
most up-to-date and advanced video encoding standards are currently the standards denoted as H.264 / AVC or MPEG- 
4 / AVC. 

15 [0004] The encoding approach underlying most of these standards consists of the following main stages: 

(i) Dividing each individual frame into blocks of pixels in order to subject each video frame to data compression at 
a block level. 

20 (jj) Reducing spatial redundancies within a video frame by applying each block of video data to a transform from 

the spatial domain into the frequency domain. 

(iii) Quantizing the resulting transform coefficients. In this way, the data volume of the encoded image data is reduced. 

25 (jv) Entropy encoding the quantized transform coefficients. 

[0005] The original transform coefficient values cannot be recovered from the quantized transform coefficients due to 
a data loss introduced by said quantizing operation. The resulting image quality is impaired by a corresponding quantizing 
noise 

30 [0006] In order to further minimize the data volume of the encoded image data, an optional fifth stage can be added 
to the above coding approach: 

(v) Exploiting temporal dependencies between blocks of subsequent frames in order to only transmit changes 
between subsequent frames. This is accomplished by employing a motion estimation/compensation technique. 

35 

[0007] Among the various video compression techniques, the so-called hybrid coding technique is known to be the 
most effective. The hybrid coding technique combines temporal and spatial compression techniques together with sta- 
tistical coding. Most hybrid techniques employ motion-compensated Differential Pulse Code Modulation (DPCM), two- 
dimensional Discrete Cosine Transform (DCT), quantization of DCT coefficients, and a Variable Length Coding (VLC). 
40 [0008] The motion compensated DPCM is a process of determining the movement of an image object between a 
current frame and a previous frame, and predicting the current frame according to the determined motion to produce 
differential signals representing the differences between the current frame and its prediction. 

[0009] During the encoding and decoding on the image data, several disturbances are added to the image. For 
example, a quantization noise is added when the DCT coefficients are quantized. Further, blocking effects will occur 
45 when the image is separated into a plurality of image blocks and each block is encoded separately. 

[0010] In order to improve the image quality of the decoded image data, the decoded image data is filtered. For 
example, blocking effects are reduced by smoothing the pixels at the border of each block. For this purpose, a linear 
filtering is applied to the relating pixel values at the block borders. In this way, the subjective image quality may be 
improved. 

50 [0011] However, such a filter only addresses to some particular pixels at the border of an image block. There is no 
filtering applied to the inner pixel values of a block. For example, the filtering is performed by employing a linear filter 
having predetermined filter coefficients. Hence, the filter does not consider the content of the current image. In particular, 
the filter does not consider whether the image contains sharp details or only a smooth area. 

[0012] In order to further improve the image quality, an adaptive filtering may be applied, for instance, by analyzing 
55 the content of the images. For example, the content of the currently and / or previously encoded image data is analyzed 
and the filter parameters are adapted depending on the analyzed image data. In this way, a further improvement of the 
subjective image quality is achieved. 

[0013] A conventional adaptive filter is determining the filter parameters depending on disturbed image data of currently 



2 



EP 1 845 729 A1 



or previously decoded images. Although, a user may consider the filtered image data as a subjective "better" image, 
there is still an unknown difference between a filtered image and the undisturbed "true" image. 

[0014] US-A-2005/01 05 627 describes an adaptive filtering of a video sequence. In order to adapt the filter to the 
current image data, motion and noise of the current decoded image data is estimated. Based on the estimated motion 

5 and noise, an iterative determination of filter parameters is carried out. 

[0015] However, the improvement of the image quality by an adaptive filtering is limited. A further enhancement of 
the image quality is only achieved by increasing the data rate of the encoded image data. Thus, the image quality is 
limited by the storage capacity of a recording medium or the bandwidth of a transmission line. 
[0016] The present invention aims to enhance the image quality of decoded image data. 

to [0017] This is achieved by the features of the independent claims. 

[0018] According to a first aspect of the present invention, an image decoder for decoding a sequence of encoded 
image data is provided. The decoder includes a decoding unit, a filter, a filter information extracting unit and a filter 
parameter determining unit. The decoding unit decodes encoded image data. Filter data is extracted from the encoded 
image data by the filter information extracting unit. The filter parameter determining unit determines a filter parameter 

*5 based on the extracted filter data. The filter performs a filter operation in accordance with the determined filter parameter. 
[001 9] According to a second aspect of the present invention, a method for decoding a sequence of coded image data 
is provided. Encoded image data is decoded. Filter data is extracted from the encoded image data, and a filter parameter 
is determined based on the extracted filter data. A filter operation is performed in accordance with the determined filter 
parameter. 

20 [0020] According to a further aspect of the present invention, an image encoder for encoding a sequence of images 
is provided. The encoder includes an encoding unit and a filter data generator. The encoding unit encodes image data. 
The filter data generator determines filter data based on the image data to be encoded. The generated image data 
serves as a basis for determining an adaptive filter parameter in an image decoder. The generated filter data is inserted 
into the encoded image data. 

25 [0021] According to still a further aspect of the present invention, a method for encoding a sequence of images is 
provided. Image data is encoded. Filter data is determined based on the image data to be encoded. The determined 
filter data serves as a basis for determining an adaptive filter parameter for filtering decoded image data. The filter data 
is inserted into the encoded image data. 

[0022] It is the particular approach of the present invention to determine a filter parameter for an adaptive filter in an 
30 image decoder, based on additional a priori information. The a priori information is generated based on uncorrupted 
image data, during the encoding of an image sequence. In particular, the undisturbed input signal of an image encoder 
is used as the basis for generating the additional a priori information. 

[0023] As the uncorrupted image data is not available in a decoder, the generation of this additional filter information 
is carried out by an encoder during the encoding of the image data. The additional filter information is added to the 

35 corresponding encoded image data and provided to the decoder. The decoder analyzes the provided filter information 
and sets up the filter parameters in accordance with the filter information. In this way, the image quality of the filtered 
image data is improved. As each decoder determines the filter parameters separately, different filter parameters may 
be determined, depending on the configuration and the available resources of an image decoder. 
[0024] Preferably, the filter data is determined based on at least one of contrast, activity, statistical information or a 

^o model parameter of the image data to be encoded. By analyzing this data, additional filter data can be generated, allowing 
an improved set-up of an adaptive filter for filtering decoded image data. 

[0025] Preferably, the image encoder further includes a decoding unit for decoding the encoded image data. The 
additional filter data is determined based on the image data to be encoded and the corresponding decoded image data. 
In this way, it is possible to determine the differences between the available decoded image data and the corresponding 
45 uncorrupted image data. Based on this difference, an indication is given to the decoder for minimizing the difference 
between decoded image data and uncorrupted image data. Preferably, a cross-correlation is calculated between the 
image data to be encoded and the corresponding decoded image data. Preferably, the decoder includes a Wiener filter 
and the filter parameters are determined in order to set up the Wiener filter. 

[0026] Preferably, the image is divided into a plurality of image blocks and each block is encoded separately. Accord- 
so ingly, individual filter data are generated for each image block. 

[0027] According to another preferred embodiment, the image is divided into a plurality of image areas and the filter 
data is determined for each area individually. In this way. different filter parameters may be applied to the different areas 
of an image. An image area may relate, for instance, to a row, a column, or a slice of an image. 

[0028] According to still another embodiment, the filter data is determined for a complete image or even for a sequence 
55 of a plurality of images. By transmitting only one set of filter data for a plurality of images, the amount of the additional 
filter data can be reduced. 

[0029] Preferably, image data is separated into a plurality of components and filter data is determined for each com- 
ponent individually. Preferably, separate filter data is determined for each colour component. According to another 
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preferred embodiment, a separate filter data is determined for each luminance and chrominance component. Preferably, 
the decoder is determining separate filter parameters for each component of the decoded image data. 
[0030] Preferably, the filter data is inserted into the header of the encoded image data. Accordingly, a decoder extracts 
the filter data from the corresponding encoded image data. 
5 [0031 ] According to another preferred embodiment of the present invention, the filter data is inserted into the encoded 
image data in an additional message. Preferably, the message is a supplemental enhancement information (SEI) mes- 
sage. Accordingly, a decoder can analyze the filter data of this message. 

[0032] Preferably, an image encoding and decoding system includes an image encoder and an image decoder. 
[0033] The above and other objects and features of the present invention will become more apparent from the following 
10 description of the embodiments, in which: 

Fig. 1 schematically illustrates a block diagram form the configuration of a conventional hybrid video encoder; 

Fig. 2 schematically illustrates a block diagram form the configuration of a convention hybrid video decoder; 

15 

Fig. 3 schematically illustrates in a blockdiagram form the configuration of a video encoder with a filter data generation 
in accordance with the present invention; 

Fig. 4 schematically illustrates in a blockdiagram form the configuration of a video encoder including an additional 
20 decoding unit; 

Fig. 5 schematically illustrates in a block diagram form the configuration of a video decoder with an enhanced filter 
parameter determination in accordance with the present invention; 

25 Fig. 6 schematically illustrates in a block diagram form the configuration of hybrid video encoder employing a filter 

data generation; and 

Fig. 7 schematically illustrates in a block diagram form the configuration of a hybrid video decoder including an 
additional filter parameter determination according to the present invention. 

30 

[0034] The present invention relates an adaptive filtering of disturbed image data, especially to a filtering of image 
data disturbed during an encoding and subsequent decoding process. Modem image recording / transmitting systems 
aim to reduce the data volume by compressing the image data. For this purpose, an encoder is compressing the image 
data before recording or transmitting and a decoder is uncompressing the compressed data for a reproduction. 
35 [0035] Although it is possible to implement the present invention in an hybrid video encoder, the present invention is 
not limited to a video encoder employing image prediction. Rather, the present invention can be also realized by any 
other image encoding device. 

[0036] Referring to Fig. 1 , an example of a hybrid video encoder is illustrated. The video encoder, generally denoted 
by reference numeral 1 00, comprises a subtractor 1 1 0 for determining differences between a current video image (input 
40 signal) and a prediction signal of the current image which is based on previously encoded images. A transform and 
quantization unit 120 transforms the resulting prediction error from the spatial domain to the frequency domain and 
quantizes the obtained transform coefficients. An entropy coding unit 190 entropy encodes the quantized transform 
coefficients. 

[0037] The operation of the video encoder of Fig. 1 is as follows. The encoder employs a Differential Pulse Code 
45 Modulation (DPCM) approach which only transmits differences between the subsequent images of an input video se- 
quence. These differences are determined in subtractor 1 1 0 which receives the video images to be encoded in order to 
subtract a prediction of the current images therefrom. 

[0038] The prediction is based on the decoding result ("the locally decoded image") of previously encoded images on 
the encoder side. This is accomplished by a decoding unit incorporated into video encoder 100. The decoding unit 
50 performs the encoding steps in reverse manner. An inverse quantization and inverse transform unit 130 de-quantizes 
the quantized coefficients and applies an inverse transform to the de-quantized coefficients. In adder 135, the decoded 
differences are added to the prediction signal. 

[0039] The motion compensated DPCM, conducted by the video encoder of Fig. 1 , predicts a current field or frame 
from corresponding previous field or frame data. This prediction is based on an estimation of motion between current 
55 and previous fields or frames. The motion estimation is determined in terms of two-dimensional motion vectors, repre- 
senting a displacement of pixels between the current and previous frames. Usually, motion estimation is performed on 
a block-by-block basis, wherein a block in a current frame is compared with blocks in previous frames until a best match 
is determined. Based on the comparison result, a displacement vector for each block of a current frame is estimated. 
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[0040] This is accomplished by a motion estimator unit 1 70, receiving the current input signal and the locally decoded 
images. 

[0041 ] Based on the results of motion estimation, motion compensation performed by motion compensation prediction 
unit 165 provides a prediction utilizing the determined motion vector. The information contained in a prediction error 

5 block, representing the differences between the current and the predicted block, is then transformed into the transform 
coefficients by transform unit 1 20. Generally, a two-dimensional Discrete Cosine Transform (DCT) is employed therefore. 
[0042] In accordance with the H.264 / AVC standard, the input image is divided into macro blocks. The macro blocks 
are encoded applying an "Intra" or "Inter" encoding mode. In Inter mode, a macro block is predicted by employing motion 
compensation as previously described. In Intra mode, the prediction signal is set to zero, but the video encoding standard 

10 H.264 / AVC additionally employs a prediction scheme based on already encoded macro blocks of the same image in 
order to predict subsequent macro blocks. 

[0043] Only Intra-encoded images (l-type images) can be encoded without reference to any previously decoded image. 
The l-type images provide error resilience for the encoded video sequence. Further, entry points into bit streams of 
encoded data are provided by the l-type images in order to enable random access, i.e. to access l-type images within 

is the sequence of encoded video images. A switch between Intra-mode, i.e. a processing by Intra-frame prediction unit 
1 60, and Inter-mode, i.e. a processing by motion compensation prediction unit 1 65, is controlled by Intra/lnter switch 1 80. 
[0044] For reconstructing the encoded images at the decoder side, the encoding process is applied in reverse manner. 
A schematic block diagram, illustrating the configuration of the corresponding decoder generally denoted by reference 
numeral 200, is shown in Fig. 2. First, the entropy encoding is reversed in entropy decoding unit 210. The entropy 

20 decoded coefficients are submitted to an inverse quantizer and inverse transformer 220 and the motion data are submitted 
to motion compensation prediction unit 270. The quantized coefficient data are subjected to the inverse quantization 
and inverse transform unit 220. The reconstructed image block containing prediction differences is added by adder 230 
to the prediction signal stemming from the motion compensation prediction unit 270 in Inter-mode or stemming from a 
Intra-frame prediction unit 260 in Intra-mode. The resulting image may be applied to a de-blocking filter 240 and the 

25 decoded signal is stored in memory 250 to be applied to prediction units 260, 270. 

[0045] De-blocking filters 1 40 and 240 only aim to reduce the de-blocking effects by smoothing the edges of the macro 
blocks. For example, the de-blocking filter can be realized by a linear filtering of the image data near to the borders on 
the image blocks. However, such a de-blocking filter does not confirm any further image improvement, for instance, to 
reduce the quantization noise, or to remove any distortions caused during the encoding / decoding process 

30 [0046] In order to further improve the image quality of the decoded image data, an additional filter may be applied 
after decoding the image data. For this purpose, the de-blocking filter is either substituted by another filter, or an additional 
filter is employed after the de-blocking filter. However, when always using the same filter coefficients for filtering the 
decoded image data, the enhancement of the image quality varies depending on the content of the images. In order to 
further improve the image quality, the coefficients of the filter may be adapted according to the present image data. 

35 [0047] When performing an adaptive filtering, the disturbed image data is analyzed and different filter coefficients are 
determined, depending on the properties of the image data. For example, the image may be either sharpened or smoothed, 
depending on the content of the present image data. In a conventional image decoder, the analysis for determining the 
adaptive filter coefficients is based on the corrupted image data. As this image data includes errors, for instance, quan- 
tization noise, it is not possible to determine an optimum set of filter coefficients based in this data. 

40 [0048] In order to further improve a set-up of an adaptive filter, and to determine better filter parameters, additional 
information is used for determining the filter parameters. For example, the uncorrupted image data can be analyzed in 
order to identify additional information which has been lost during the encoding and successive decoding of the image data. 
[0049] In order to compensate this data loss, and to enable an improved filtering of the decoded image data, additional 
a priori information is determined in the image encoder and provided to the decoder. Based on this a priori information, 

45 an enhanced set of filter parameters is determined for an adaptive filtering of the decoded image data. 

[0050] Fig. 3 illustrates an encoder according to a first embodiment of the present invention. The encoder receives 
image data of a current image, and employs a discrete cosine transform (DCT) and a quantization of the DCT coefficients. 
The filter data generator 340 analyzes the current image data and generates additional filter data, which can be used 
for a determination of adaptive filter parameters. The additional filter data is provided to coding unit 390. The coding unit 

50 combines the encoded image data and the corresponding filter data in a single bit stream. I n this way, the filter information 
is transmitted or recorded together with the encoded image data. 

[0051] Different approaches for determining the additional filter parameters are possible. For example, the filter data 
may relate to the contrast, the brightness or particular colour characteristics of the image data. It is also possible to 
compute a characteristic ratio between the high frequency and the low frequency components of the image data, or to 
55 analyze the statistical characteristic, for instance, standard deviation of the pixel values. An information can be generated, 
indicating whether the current image data contains sharp details or relates to a flat scene. 

[0052] It is also possible to analyze the activity in the current image data. For example, the filter data may describe a 
degree or a frequency of changes in the current image data. It is also possible to indicate when a scene change occurs. 
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[0053] It is also possible to analyze the structure of the image data, or to determine particular patterns, or other 
characteristics of the image data. The filter data may include the determined information either directly or as parameters 
of a particular model describing the properties of the image data. Any other information for enabling an enhanced set- 
up of an adaptive filter may be possible. 

[0054] Further to this filter data generation, which is only based on the undisturbed input signal, it is also possible to 
compare the undisturbed input signal and the resulting image after decoding the encoded image data. For this purpose, 
an additional decoding unit 330 is included in the image encoder, as illustrated in Fig. 4. The image decoding unit 330 
performs an inverse quantization and an inverse cosine transform of the encoded image data. Filter data generator 340 
compares undisturbed image data and decoded image data. In this way, the filter data may include information on how 
to adapt the adaptive image filter in order to minimize the quantization noise, or to compensate other errors of the 
encoded image data. 

[0055] For example, filter data generator 340 calculates a cross-correlation between the undisturbed image data and 
the corresponding decoded image data. The values of this cross-correlation function are inserted in the corresponding 
encoded image data. Any other information relating to the differences between undisturbed and disturbed image data 
is possible. 

[0056] I n order to provide the additional filter data together with the encoded image data, a single bit steam is generated. 
For this purpose, the filter data can be inserted into the header of an encoded image data sequence. Alternatively, the 
filter data can be inserted into the encoded image data as a separate information message. For example, the information 
are transmitted in an Supplemental enhancement information message (SEI-message). In this SEI-message, the filter 
data is included as additional data fields. In this way, a conventional decoder is reading the encoded image data and 
the SEI-message. If the decoder cannot use the additional filter parameter data, the decoder may skip the corresponding 
data and decode the image data in a conventional manner. Otherwise, if the decoder is adapted to perform a filtering 
by means of transmitted filter data, the decoder may extract the filter data and determine the filter parameter accordingly. 
An example of a SEI-message for transmitting the filter coefficients is shown in table 1 . In this example, the filter data 
is included as optional post-filter hints. Table 2 illustrates an exemplary syntax for transmitting the filter data. 
[0057] In this example, an SEI message is shown providing the decoder with some information that is available at the 
encoder only. With this information, it is possible to design an efficient post-filter on decoder-side. The parameter number_ 
of_elements specifies the number of transmitted filter data. The scaling of the filter data is specified by scaling_f actor. 
Each filter data is divided by the seal ing_f actor before using it in the decoder. This is important for fractional values. The 
parameter f ilter_hint[element] specifies the up-scaled filter hints. Each filter data is divided by scaling_factor before using 
it in the decoder. 
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sei_payload( payloadType, payloadSize ) { 


C I 


Descriptor 


if( payloadType = = 0 ) 






buffering_period( payloadSize ) 


5 




else if( payloadType = = 1 ) 






pic_timing( payloadSize ) 


5 




else if( payloadType = = 2 ) 






pan_scan_rect( payloadSize ) 


5 




else if( payloadType = = 3 ) 






filler_payload( payloadSize ) 


5 




else if( payloadType = = 4 ) 






user_data_registeredjtu_t_t35( payloadSize ) 


5 




else if( payloadType = = 5 ) 






user_data_unregistered( payloadSize ) 


5 




else if( payloadType = = 6 ) 






recovery_point( payloadSize ) 


5 




else if( payloadType = = 7 ) 






dec_jef j>ic_marking_repetition( payloadSize ) 


5 




else if( payloadType = = 8 ) 






spare _pic( payloadSize ) 


5 




else if( payloadType = = 9 ) 






scene_info( payloadSize ) 


5 




else if( payloadType = = 10) 






sub_seq_info( payloadSize ) 


5 




else if( payloadType ==11) 






sub_seq Jayer_characteristics( payloadSize ) 


5 




else if( payloadType = = 12 ) 






sub_seq_characteristics( payloadSize ) 


5 




else if( payloadType ==13) 






full_Jra mej reeze( payloadSize ) 


5 




else if( payloadType == 14) 






full_framejreeze_release( payloadSize ) 


5 




else if( payloadType ==15) 






full_frame_snapshot( payloadSize ) 


5 




else if( payloadType = = 16 ) 






progressive_refinement_segment_start( payloadSize ) 


5 




else if( payloadType = = 17) 






progressive_refinement_segment_end( payloadSize ) 


5 




else if( payloadType == 18) 






motion_constrained__slice_group_set( payloadSize ) 


5 
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eise \i\ payioaa i ype — iy / 






riim grain cnaracierisucs^ payioaaoize ) 


c 
O 




eise ii\ payioaa i ype — zu ) 






ueuiucKing iiiier aispiay prererence^ payioaaoize? ) 


O 




eise h\ payioaa i ype — z % ) 






siereo_yiaeo_jnTO\ payioaaoize ) 


O 




6iS6 it{ payioaa i ype zz / 






posi_Tiiier_ninisv payioaaoize j 


c 
O 




else 






reservea_sei__message( payioaaoize j 


D 




ii\ iDyie aiignea^ ) ) \ 






bit__equal__to_one /* equal to 1 */ 


5 


f(D 


while( !byte_aligned( ) ) 






bit_equal__to_zero 1* equal to 0 */ 


5 


f(D 


> 






} 







Table 1 : Example of SEI payload syntax 



post_filter_hints ( payloadSize ) { 


C 


Descriptor 


number_of_elements 


5 


ue(v) 


scaling_factor 


5 


ue(v) 


for (element = 0; element < number_of_e!ements; element ++) { 






filter_hint[element] 


5 


se(v) 


} 






} 







Table 2: Example of SEI payload syntax for transmitting post-filter data 



[0058] When an image sequence is encoded each image is separated into a plurality of image blocks, and each image 
block is encoded separately. Accordingly, it is possible to determine a separate set of filter data for each image data 
block. In this way, a very precise determination of filter parameters for filtering can be achieved. However, when trans- 
mitting separate filter data for each image block, a large amount of additional filter data has to be inserted into the 
encoded image data and transferred to the decoder. 

[0059] In order to reduce the data volume of the additional filter data, only one set of filter data is computed for a 
plurality of image blocks. For example, a filter data generation may be carried out for a complete image. Alternatively, 
the image can be separated into a plurality of image areas, for instance, slices. For example, each slice comprises a 
plurality of image blocks relating to the same image row or column. Based in this separation, filter data is determined 
for each slice. Other combinations of image blocks or other separations of the image into image areas for determining 
individual filter data are possible. 

[0060] Alternatively, the filter data is determined on a basis of complete images. For example, one set of filter data is 
determined and transmitted for each image. However, it is also possible to determine common filter data for a plurality 
of images, frames of fields. For example, the filter parameters are determined on a basis of group of pictures (GOP), 
successive images of a complete scene, or any other predetermined number of images. 

[0061] Image data of a color image may include separate image data for each color component. For example, the 
image data of red (R), green (G), and blue (B) image data may be encoded separately. Alternatively, the image data 
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may included separate data elements for luminance (Y) and chrominance (Cr, Cb). Any other separation of the image 
data into separate components is possible. In order to obtain an optimized set of filter data, the filter data can be 
determined separately for the image data of each color component. 

[0062] Fig. 5 illustrates an image decoder for decoding encoded image data according to the present invention. 

5 Decoder 410 extracts the filter data from the encoded image data and provides the extracted data to filter parameter 
determination unit 430. Based on the extracted additional filter information, adapted filter parameters are determined 
and provided to filter 440. The decoded image data is filtered based on the determined filter parameters. 
[0063] Each decoder determines an adapted set of filter parameters separately. In this way, it is possible to consider 
the individual computational resources of the decoders. On the one hand side, a decoder of a mobile device, comprising 

to only a slow processor and a small display panel, may perform a filter operation using only a small number of filter 
coefficients. On the other hand side, a high-end decoder for outputting image data on a large display may include a fast 
and powerful filter processor. Thus, such a decoder determines more filter coefficients and applies a more complex filter 
operation. Even different filter operations in the same image decoder may be possible. For example, a decoder may 
provide a power-saving mode, wherein only a small number of filter coefficients is determined and a power-consuming 

15 high quality mode, wherein more filter parameters are determined and applied to the decoded image data. 

[0064] When an image decoder extracts the additional filter data, different methods for determining the filter parameters 
are possible. For example, a decoder may store a plurality of predetermined sets of filter parameters. Based on the 
obtained filter data, one set of predetermined filter parameters is selected and provided to the filter. For example, when 
the filter data indicates a flat image, a filter parameter is selected for smoothing the decoded image data. Otherwise, 

20 when it is indicated in the filter data that the image includes fine details, a set of filter parameters for sharpening the 
image may be selected. 

[0065] Other classes of filter parameters are also possible. For example, a set of filter parameters can be selected 
depending on the activity in the image, the statistical characteristics, the ratio between high frequency and low frequency 
components or any other classification. It is also possible to apply different filter parameters depending on the genre of 
25 the present image sequence. For example, different filter parameters can be applied to a sports sequence, to news and 
documentation or a music clip. 

[0066] Alternatively, it is also possible to compute the filter parameters based on the extracted filter data. For example, 
the values of the filter coefficients may be calculated based on the ratio between high frequency and low frequency 
components, the contrast, the brightness, the statistical characteristics of the current image data, or any other values 

30 included in the additional filter data. 

[0067] When the filter data relates to a comparison between the undisturbed image data and the corresponding 
decoded image data, which has been carried out in the encoder, the filter parameters can be determined in order to 
minimize the difference between uncorrupted and the corresponding decoded image data. For this purpose, the filter 
data information may give a hint how to minimize the difference between the decoded and undisturbed image data. For 

35 example, a cross-correlation between the undisturbed image data and the corresponding decoded image data, which 
has been calculated in the encoder, can be used as a basis for calculating the filter coefficients in the decoder. For 
example, an adaptive Wiener filtering can be implemented when the cross-correlation between uncorrupted and decoded 
image data is transmitted as additional filter data. Other information for describing the difference between the corrupted 
and the uncorrupted image data are possible. It is also possible to employ another filter for filtering the decoded image data. 

40 [0068] The class of Wiener filter comprises all linear optimum time-discrete filters. The goal of the Wiener filter is to 
filter out noise having a statistical character. In the case of video coding the quantization noise is considered as a noise 
that is added to the original video signal. Wiener filters are designed to minimize a mean-square error between the output 
of the filter and a desired uncorrupted signal. 

[0069] In order to determine a set of M filter parameters w for a Wiener filter, an MxM auto-correlation matrix R of the 
45 corrupted image data and a Mx1 cross-correlation vector p between the corrupted and the original image data has to 
be computed. With these computational results, the filter coefficients are determined to: 

w = R~ } x p ; 

50 

wherein R _1 denotes the inversion of the auto-correlation matrix R. 

[0070] Based on the filter parameters w, the filtered data is obtained by a convolution of the disturbed data with the 
filter coefficients. 

55 [0071] For example, a two dimensional 3x3 tap-filter requires nine filter coefficients: 
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[0072] In order to determine these filter coefficients, a 9x9 element auto-correlation matrix and a 9x1 cross-correlation 
vector are required. 



(Ru - *,9 ^ 



^^91 ' * * ^99 , 



[0073] As only the decoded image data is necessary for computing the auto-correlation matrix, this matrix can be 
generated directly by the decoder. However, the cross-correlation vector requires the knowledge of the uncorrupted 
image data and the corresponding corrupted data. Thus, this vector can only be determined by the encoder. 
[0074] For instance, an exemplary a cross correlation vector could be computed to: 



p = (l5231 15403 15232 15367 15548 15367 15230 15401 15229). 



[0075] The values of this cross correlation vector are inserted in the encoded image data as filter data. In the decoder, 
the auto correlation function can be computed. Based on the computed auto correlation and the received cross correlation 
valued, a 2-dimensional 3x3 filter matrix can be calculated to: 



^3,3 = 



0.03495 
0.05896 
v - 0.02719 



0.05748 -0.02351^1 
0.88896 0.05978 
0.0601 1 - 0.03945 



[0076] In order to obtain a filtered image value, the corrupted pixel value 229 and its neighboring pixel values are 
applied to the filter according to the following formula: 





'192 


225 


255^ 


S filtered ~ 


146 


229 


255 




^132 


198 


252, 



• w = 221 Al. 



[0077] Thus, a value of 227.47 is obtained which is clipped to the pixel value 227. In that case, the decoded and filtered 
pixel value of 227 is the same as the original pixel value of 227. 

[0078] In this example, a two dimensional 3x3 tap-filter is described. However, any other size or dimension of a filter 
may be possible. For example, the filter may also be employed as one dimensional filter. Any number of filter coefficients 
is possible. For instance, a 7x7 tap-filter may be also used. By increasing the number of filter coefficients, the accuracy 
of the filter is improved. Each decoder is determining the filter parameters individually. Hence a different filtering of the 
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image data is possible depending on the resourced and requirements of the decoders. 

[0079] In the above-described examples, the adaptive filter is employed as an additional post-filter. The adaptive 
filtering is applied to all decoded image data. However, it is also possible to apply the adaptive filtering only to particular 
images. For example, the filter data may also include an indication whether or not an adaptive filtering should be applied 
to the current image data. In an image system providing a plurality of coding modes, it is also possible to apply a different 
filtering depending on the current coding mode. 

[0080] For example, the above-described system may be included in a predictive image encoding / decoding system, 
as illustrates in Figs. 6 and 7. In this case, the filtering may be applied only to, for instance, intra-coded images. Alter- 
natively, different filter data may be generated and transmitted for intra-coded and inter-coded image data. 
[0081] Fig. 6 illustrates an image encoder 302 employing a Differential Pulse Code Modulation (DPCM) approach for 
transmitting only the differences between subsequent images. As this image encoder already includes a decoding unit 
330, the output of this decoded may be used to determine the filter data based on a comparison of original image data 
and decoded image data. 

[0082] Fig. 7 illustrates a corresponding image decoder 402 for decoding and filtering image data in accordance with 
the encoder of Fig. 6. The decoder 410 extracts the filter data from the encoded image data. Based on extracted filter 
data, the filter parameters are determined and provided to the adaptive filter 440. The decoded image data is obtained 
by using previously decoded image data and a predictive image decoding approach. The decoded image data is filtered 
and the filtered image data is output. 

[0083] Summarizing, it is the particular approach of the present invention to determine additional a priori information 
in an image encoder based on the undisturbed input image signal. As the original image data is not available in a decoder, 
a conventional decoder can only use decoded image data for determining adaptive filter coefficients. However, the 
decoded image data includes disturbances, for instance, quantization noise. The present invention generates additional 
filter data in an encoder based on the undisturbed image data. This additional data is attached to the corresponding 
encoded image data and provided to the decoder. The decoder analyzes the filter information and determines an adaptive 
set of filter parameters with respect to the additional a priori information. Based on the determined filter parameters, an 
adaptive filtering of the decoded image data is performed. In this way, the decoder applies an improved filtering. 



Claims 

1 . An image decoder for decoding a sequence of encoded image data, comprising: 

a decoding unit (420) for decoding encoded image data; 
a filter (440) for filtering decoded image data; 

characterized by 

a filter information extracting unit (410) for extracting filter data from the encoded image data; and 

a filter parameter determining unit (430) for determining a filter parameter based on the extracted filter data; 

wherein said filter (440) performing said filtering operation in accordance with the determined filter parameter. 

2. An image decoder according to claim 1 , wherein said filter data including an cross-correlation between uncorrupted 
image data and the corresponding decoded image data, said filter parameter determining unit (430) computing an 
auto-correlation function of the decoded image data and determining the filter parameter based on the extracted 
cross-correlation data and the computed auto-correlation data; 

3. An image decoder according to claim 2, wherein said filter (440) being a Wiener filter. 

4. An image decoder according to any of claims 1 to 3, wherein said filter parameter determining unit (430) dividing 
an image into a plurality of image areas and determining a separate filter parameter for each image area. 

5. An image decoder according to any of claims 1 to 3, wherein said filter parameter determining unit (430) determining 
a common filter parameter for each image. 

6. An image decoder according to any of claims 1 to 3, wherein said filter parameter determining unit (430) determining 
a common filter parameter for a plurality of images. 

7. An image decoder according to any of claims 1 to 3, wherein the image being separated into a plurality of components, 
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and said filter parameter determining unit (430) determining a filter parameter for each component individually. 

8. An image decoder according to claim 7, wherein said filter parameter determining unit (430) determining a separate 
filter parameter for each color component. 

9. An image decoder according to claim 7, wherein said filter parameter determining unit (430) determining a separate 
filter parameter for each luminance and chrominance component. 

10. An image decoder according to any of claims 1 to 9, wherein said filter parameter extraction unit (410) extracting 
the filter parameter from a header of the encoded image data. 

11. An image decoder according to any of claims 1 to 9, wherein said filter parameter extraction unit (410) extracting 
the filter parameter from an additional message inserted into the encoded image data. 

12. An image decoder according to claim 1 1 , wherein the additional information packet being a Supplemental enhance- 
ment information. 

13. An image encoder for encoding a sequence of images, comprising: 

an encoding unit (320) for encoding image data; and 

a filter data generator (340) for determining filter data based on the image data to be encoded, the filter data 
serving as a basis for determining an adaptive filter parameter in an image decoder; 

wherein said filter data is inserted into the encoded image data. 

1 4. An image encoder according to claim 1 3, wherein said filter data generator (340) determining the filter data on basis 
of at least on one of contrast, activity, statistical information, or a model parameter of the image data to be encoded. 

15. An image encoder according to claims 13 or 14, further comprising 

a decoding unit (330) for decoding encoded image data, 

wherein said filter data generator (340) determining the filter data based on the image data to be encoded and the 
corresponding decoded image data. 

16. An image encoder according to claim 15, wherein said filter data generator (340) calculation an cross-correlation 
function between the image data to be encoded and the corresponding decoded image data. 

17. An image encoder according to any of claims 13 to 16, wherein the image data of each image is divided into a 
plurality of blocks which are individually encoded. 

18. An image encoder according to claim 17, wherein said filter data generator (340) determining filter data for each 
image data block separately. 

19. An image encoder according to any of claims 13 to 17, wherein said filter data generator (340) dividing the image 
into a plurality of image areas and determining filter data for each area individually. 

20. An image encoder according to any of claims 13 to 17, wherein said filter data generator (340) determining filter 
data based on the image data of an complete image. 

21. An image encoder according to any of claims 13 to 17, wherein said filter data generator (340) determining filter 
data based on image data of a plurality of images. 

22. An image encoder according to any of claims 13 to 21, wherein the image data is separated into a plurality of 
components, and said filter data generator (340) determining filter data for each component individually. 

23. An image encoder according to claim 22, wherein said filter data generator (340) determining filter data for a plurality 
of color components individually. 
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24. An image encoder according to claim 22, wherein said filter data generator (340) determining filter data for each 
luminance and chrominance component individually. 

25. An image encoder according to any of claims 13 to 24, wherein the filter parameter being inserted into the header 
of the encoded image data 

26. An image encoder according to any of claims 13 to 24, wherein the filter parameter being inserted into the encoded 
image data as an additional message. 

27. An image encoder according to claim 26, wherein the additional message being a Supplemental enhancement 
information. 

28. An image encoding and decoding system including an encoder (300) according to any of claims 1 to 12 and a 
decoder (400) according to any of claims 13 to 27. 

29. An image decoding method for decoding a sequence of encoded image data, comprising the steps of: 

decoding encoded image data; 
filtering decoded image data; 

characterized by 

extracting filter data from the encoded image data; and 
determining a filter parameter based on the extracted filter data; 

wherein said filtering step performing said filtering in accordance with the determined filter parameter. 

30. An image decoding method according to claim 29, wherein said filter data including an cross-correlation between 
uncorrupted image data and the corresponding decoded image data, said method further comprising the step of: 

computing an auto-correlation between the decoded image data; 

wherein said determining step determining the filter parameter based on the extracted cross-correlation data and 
the computed auto-correlation data. 

31. An image decoding method according to claim 30, wherein determining step determining a filter parameter for a 
Wiener filter. 

32. An image decoding method according to any of claims 29 to 31, wherein said image is divided into a plurality of 
image areas and said determining step determining a common filter parameter for each image area. 

33. An image decoding method according to any of claims 29 to 31 , wherein said determining step determining a common 
filter parameter for each image. 

34. An image decoding method according to any of claims 29 to 31 , wherein said determining step determining a common 
filter parameter for a plurality of images. 

35. An image decoding method according to any of claims 29 to 31 , wherein the image being separated into a plurality 
of components, and said determining step determining a filter parameter for each component individually. 

36. An image decoding method according to claim 35, wherein said determining step determining a separate filter 
parameter for each color component. 

37. An image decoding method according to claim 35, wherein said determining step determining a separate filter 
parameter for each luminance and chrominance component. 

38. An image decoding method according to any of claims 29 to 37, wherein said extracting step extracting the filter 
parameter from a header of the encoded image data. 
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39. An image decoding method according to any of claims 29 to 37, wherein said extracting step extracting from an 
additional message inserted into the encoded image data. 

40. An image decoding method according to claim 39, wherein the additional information packet is a Supplemental 
enhancement information. 

41. An image encoding method for encoding a sequence of images, comprising the steps of: 

encoding image data; 

determining filter data based on the image data to be encoded, the filter data serving as a basis for determining 
an adaptive filter parameter in an image decoder; and 
inserting the filter data into the encoded image data. 

42. An image encoding method according to claim 41 , wherein said determining step determining the filter data on basis 
of at least on one of contrast, activity, statistical information, or a model parameter of the image data to be encoded. 

43. An image encoding method according to claims 41 or 42, further comprising the step of: 

ecoding encoded image data, 

wherein said determining step determining the filter data based on the image data to be encoded and the corre- 
sponding decoded image data. 

44. An image encoding method according to claim 43, wherein said determining step calculation an cross-correlation 
function between the image data to be encoded and the corresponding decoded image data. 

45. An image encoding method according to any of claims 41 to 44, further dividing the image data of each image into 
a plurality of blocks, wherein each block is encoded individually. 

46. An image encoding method according to claim 45, wherein said determining step determining filter data for each 
image data block separately. 

47. An image encoding method according to any of claims 41 to 45, wherein said determining step dividing the image 
into a plurality of image areas and determining filter data for each area individually. 

48. An image encoding method according to any of claims 41 to 45, wherein said determining step determining filter 
data based on the image data of an complete image. 

49. An image encoding method according to any of claims 41 to 45, wherein said determining step determining filter 
data based on image data of a plurality of images. 

50. An image encoding method according to any of claims 41 to 49, wherein the image data is separated into a plurality 
ofcomponents, and said filterdatageneratordetermining step determining filter data for each component individually. 

51 . An image encoding method according to claim 50, wherein said determining step determining filter data for a plurality 
of color components individually. 

52. An image encoding method according to claim 50, wherein said determining step determining filter data for each 
luminance and chrominance component individually. 

53. An image encoding method according to any of claims 41 to 52, further inserting the filter parameter into the header 
of the encoded image data 

54. An image encoding method according to any of claims 41 to 52, further inserting the filter parameter into the encoded 
image data as an additional message. 

55. An image encoding method according to claim 54, wherein the additional message is a Supplemental enhancement 
information. 
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56. An image encoding and decoding method including the encoding steps of any of claims 29 to 40 and the decoding 
steps of any of claims 41 to 55. 
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